Mapping of axial plastic zone for roller bearing overloads using neutron transmission imaging by Reid, A. et al.
This is a repository copy of Mapping of axial plastic zone for roller bearing overloads using
neutron transmission imaging.
White Rose Research Online URL for this paper:
http://eprints.whiterose.ac.uk/132622/
Version: Published Version
Article:
Reid, A., Martinez, I., Marshall, M.B. orcid.org/0000-0003-3038-4626 et al. (5 more 
authors) (2018) Mapping of axial plastic zone for roller bearing overloads using neutron 
transmission imaging. Materials and Design, 156. pp. 103-112. ISSN 0264-1275 
https://doi.org/10.1016/j.matdes.2018.06.042
eprints@whiterose.ac.uk
https://eprints.whiterose.ac.uk/
Reuse 
This article is distributed under the terms of the Creative Commons Attribution (CC BY) licence. This licence 
allows you to distribute, remix, tweak, and build upon the work, even commercially, as long as you credit the 
authors for the original work. More information and the full terms of the licence here: 
https://creativecommons.org/licenses/ 
Takedown 
If you consider content in White Rose Research Online to be in breach of UK law, please notify us by 
emailing eprints@whiterose.ac.uk including the URL of the record and the reason for the withdrawal request. 
Mapping of axial plastic zone for roller bearing overloads using neutron
transmission imaging
A. Reid a,⁎, I. Martinez a, M. Marshall a, T. Minniti b, S. Kabra b, W. Kockelmann b, T. Connolley c, M. Mostafavi d
a University of Shefﬁeld, Dept. Mechanical Engineering, Shefﬁeld S1 3JD, UK
b STFC-Rutherford Appleton Laboratory, ISIS Facility, Harwell OX11 0QX, UK
c Diamond Light Source Ltd., Harwell Science and Innovation Campus, Didcot, Oxfordshire OX11 0DE, UK
d University of Bristol, Dept. Mechanical Engineering, Bristol BS8 1TR, UK
H I G H L I G H T S
• A loading frame was designed to simu-
late bearing overloads on the ENGIN-X
strain diffractometer at ISIS neutron
source, UK.
• Neutron transmission imagingwas used
to map a Bragg edge ﬁtting parameter,
associated with material yielding.
• It was demonstrated that bearing over-
loads generate regions of subsurface
plasticity in overloaded roller bearings.
• Subsurface deformation, observed
during roller bearing overload events,
appears to reduce the bearings life
expectancy.
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Premature failure of wind turbine gearbox bearings is an ongoing concern for industry, with sudden overload
events potentially contributing towards raceway damage, signiﬁcantly hindering performance. Subsurface
stresses generated along a line contact cause material yielding, and a probable crack initiation site. Currently,
the ability to study subsurface plastic zone evolution using non-destructive techniques is limited. Neutron
Bragg edge imaging is a novel technique, allowing for two-dimensional mapping of the Bragg edge broadening
parameter, indicative of bulk plastic deformation. An experiment on the ENGIN-X strain scanning instrument,
at the ISIS neutron source, UK, was setup for Bragg edge transmission imaging, to measure the effect of in situ
loading on the raceway of a bearing, scaled-down from a traditional wind turbine gearbox bearing. Results dem-
onstrate a strong correlation between load and the Bragg edge width, and allow for future experimental devel-
opment in studying, not only the effect of overloads on fatigue life, but also the use of neutron imaging for
evaluating plastic deformation in engineering components.
© 2018 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY license (http://
creativecommons.org/licenses/by/4.0/).
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1. Introduction
Wind turbine gearbox bearings, even after decades of engineering
optimisation, are still considered to be the root-cause of many failures.
Even with the presence of ISO gearbox design standards and speciﬁca-
tions [1], bearings continue to fail signiﬁcantly prematurely, when
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compared to their design lifetimes [2]. Within the UK, 35.1% of claims
processed from wind turbine operators were due to the deterioration
of the gearbox [3]. The detrimental impact on installation and operating
costs of wind turbines has directed research attention towards further
understanding the causes of failure.
Cylindrical roller bearings, such as those found in a wind turbine
gearbox, are generally designed towithstand heavy radial loads atmod-
erate rotational speeds [4, 5].Whilst there are various roller bearing fail-
uremechanisms operating simultaneously, rolling contact fatigue (RCF)
contributes substantially. RCF may occur in the subsurface, with many
studies indicating cyclic subsurface shear stresses, combined with in-
herent defects, signiﬁcantly contribute to damage in the static raceway
[6–8].
Sudden torque spikes associated with transient conditions and iner-
tial effectswithin the gearbox induce high large plastic strain in the sub-
surface of the static raceway [9]. Along with continued cyclic shear
strains caused by RCF, failure within this region is inevitable. Subsurface
yielding resulting from sudden overload events is a recognised cause of
premature failure, with Hertzian contacts displaying greatest shear
stresses in the subsurface [10]. Evaluating the evolution of subsurface
plasticity for complex geometries, such as bearing contact sites, is yet
to be fully evaluated with non-destructive techniques.
Laboratory destructive techniques such as scanning electronmicros-
copy (SEM) and electron backscatter diffraction (EBSD) have been used
to characterise the damage caused by sub-surface plasticity. It has been
observed that subsurface plastic deformation damage in bearings are
often associated with butterﬂy cracking at the white etch area (WEA)
[11]. WEA is a region associated with nano-recrystallised carbide-free
ferrite [12]. EBSD has been used to measure strain associated with fa-
tigue cracks [13]. EBSD has also been successfully used tomeasure plas-
tic strains in polycrystalline material [14], in combination with SEM.
This technique uses the variation in crystal orientation in respect to a
reference conﬁguration, alongwith the analysis of local dislocation den-
sity distributions to provide accurate plastic strain measurements. It is
however restricted to near surface measurements, typically to depths
of 10–50 nm [15], meaning that ‘in situ’ bulk strain measurements are
highly impractical.
It is now common practice to non-destructively measure elastic
strain in materials using higher energy techniques, such as synchrotron
X-ray [16–18]. X-ray diffraction application to quantify plastic strain is
limited however [19]. In X-ray diffraction, lattice spacings for speciﬁc
hkl planes (hkl being the miller indices [20]), represented as Bragg
peaks are measured. The change in spacing is associated with elastic
strain, calculated by measuring the shifts in these interplanar spacings
[21]. Attempts have been made to measure plastic strain in diffraction
methods by correlating the plastic deformation with the Bragg peak
width [22]. Plastically deformed materials exhibit diffraction peak
broadening, with this effect becomingmore prominent as levels of plas-
ticity increase [22]. Full width at half maximum (FWHM) of the diffrac-
tion peaks are often used asmeasure of plastic strain [23]. However, the
ability to use this peak broadening effect to quantify plastic strain is
limited since other mechanisms such as stacking faults and/or planar
defects also contribute towards peak broadening [24]. Other external
factors contributing to peak broadening, impacting the reliability of
measurements, include instrumental effects, notablywhen comparable
with dislocation density being correlated with plastic deformation
[25].
Similar to X-ray diffraction, neutron strain diffraction has developed
signiﬁcantly in recent decades [26], with advantages and disadvantages
over synchrotron X-ray diffraction strain measurement techniques.
Neutrons are capable of penetrating greater depths in typical engineer-
ing components, such as metals and metal matrix composites [27, 28].
Neutron scattering behaviour permits the investigation of materials
possessing low atomic masses, with this beneﬁt being utilised, for ex-
ample, to directly study hydrogen trapping sites during the hydrogen
embrittlement of bearing steel [29]. On the other hand, synchrotron
X-rays provide enhanced spatial resolution and incident ﬂux, compared
with neutron techniques, greatly reducing the time required for data ac-
quisition [21]. Bragg peak broadening investigations are also used in
neutron diffraction [22, 30]. For example Huang et al. observed in-
creases in FWHM as a result of increased dislocation density, associated
with gross plastic deformation during an in situ tensile loading experi-
ment using annealed nickel alloy [31].
In this paper, Bragg edge transmission imaging has been used to
identify the presence of plastic strain, through observation of edge
broadening. This neutron imaging technique provided the opportunity
to measure and generate two-dimensional maps of averaged elastic
strains and observe plastic zone evolution in bulk materials with high
spatial resolution [32]. FEAwas used to compare simulationwith exper-
imental plastic zone evolution, allowing for result validation and a reli-
able method for predicting changes in subsurface plasticity.
2. Experimental design
2.1. Neutron Bragg edge transmission imaging
Neutron Bragg edge transmission imaging, or energy-dispersive
neutron imaging, is a less conventional neutron scattering technique.
As with the more established time of ﬂight (TOF) and monochromatic
neutron diffraction methods, it can be used to obtain strain information
from polycrystalline materials non-destructively. Neutron transmission
spectra contain sudden increases of intensity above the critical wave-
length atwhich Bragg's law is no longer satisﬁed, and diffraction no lon-
ger occurs for a given family of (hkl) lattice planes [33]. These points of
sudden change in intensity, known as Bragg edges, occur at wave-
lengths corresponding to 2dhkl (twice the lattice spacing). An exagger-
ated comparison between a Bragg edge from an unloaded and loaded
sample can be seen in Fig. 1. The shift in edge position, λ, is associated
with elastic strain, whilst the broadening effect, σ, is indicative of plastic
deformation.
Measuring strain from shifts in Bragg edges is analogous to more
common strain measurements from diffracted Bragg peaks. However,
whilst conventional neutron diffraction is a point measurement tech-
nique, energy-dispersive neutron imaging allows for the generation of
strain maps with spatial resolutions dependent on the individual pixel
size of the detector [34]. Due to the increased neutron intensity mea-
sured in transmission, compared to that of a diffracted Bragg angle,
data acquisition times for Bragg edge transmission imaging are signiﬁ-
cantly shorter than that required for neutron diffraction. Using neutron
diffraction to generate a strain map of the same dimensions as a trans-
mission scan region of interest, multiple individual point scans would
need to be acquired. Depending on the diffraction gauge volume and
number of point scans this could take several hours [35]. Neutron time
Fig. 1. Comparison of Bragg edge taken from an unloaded and loaded sample, exaggerated
to distinctly demonstrate the shift in edge position, λ, resulting from elastic strain, and
edge broadening, σ, caused by plastic deformation.
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of ﬂight information is used to calculate wavelength with the equation:
λhkl ¼
hthkl
mL
ð1Þ
where λhkl is the neutron wavelength, h is Planck's constant, thkl is the
neutron time of ﬂight, m is the neutron mass, and L is the ﬂight path
from source to camera (neutron detector). The wavelength can then
be correlated with the interplanar spacing dhkl.
λhkl ¼ 2dhklsinθ ð2Þ
where λhkl is the wavelength at which {hkl} plane diffracts the neutron
beam, dhkl is the lattice spacing of the {hkl} plane. θ is the angle between
the angle between the incident and the diffracted beam. In the case of
neutron transmission, 2θ= π.
The average strain component in the beam direction may be calcu-
lated using the following deﬁnition of strain:
ϵ ¼ dhkl−d
0
hkl
d
0
hkl
ð3Þ
where dhkl
0 is the interplanar spacing of the unstrained material. The
strain accuracy of the method has been previously estimated as ∆ϵ
≈ 10−5 [36].
In a neutron Bragg edge transmission experiment, if counting times
are long enough to gather data with sufﬁcient statistics, the shape of the
edges may be ﬁtted using an analytical function [36]:
B dhkl; tð Þ ¼
1
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In which t is time, thkl is the time of ﬂight associatedwith {hkl} plane,
τ is a constant associatedwith the instrumental pulsewidth (pre-deter-
mined experimentally [36]), and σ deﬁnes the width of the Bragg edge.
The σ parameter is increased by the presence of higher intragranular
strain caused bydislocations, andﬂuctuating intergranular strainwithin
a speciﬁc region [37], analogous to FHWM in a diffraction peak. As Bragg
edge broadening, and increases in the σ parameter, are indicative of
plastic deformation, experimental results focus on this relationship.
The ability to map this broadening parameter offers the unique oppor-
tunity to qualitatively image the evolution of subsurface yielding in an
overloaded roller bearing.
2.2. Test bearing
Wind turbine gearbox bearings are large components, unsuitable for
neutron strainmeasurement techniques due to their high attenuation. A
SKF, NU1010 ECPbearingwas used in this research as it provides the op-
portunity to scale-down the sample size whist maintaining the contact
conditions experienced in a wind turbine gearbox bearing. It was en-
sured that the selected sample bearing has the same average contact
pressure through the contact area as the wind turbine bearing. The se-
lected bearing has an outer diameter of 80 mm and bore diameter of
50 mm, with a thickness of 16 mm (along x direction – see Fig. 2)
being of notable importance for this experiment, as this allows sufﬁcient
neutron penetration within the neutron wavelength range of interest
(0.5–6 Å). Material properties for AISI 52100 bearing steel can be
found in Table 1, whilst chemical composition is detailed in Table 2.
Experimental work using the same bearing has demonstrated that
there is reasonable agreement between the stress measured experi-
mentally by X-ray diffraction and that predicted by Hertzian contact
mechanics [40]. Therefore, the elastic limit load of the bearing can be
calculated by using theoretical Hertzian equations. The elastic limit
load is based on the following rearrangement of Hertzian contact equa-
tion, assuming that the bearing elastic limit load is reached once the
maximum von-Mises stress in the contact stress ﬁeld reaches the
material's yield stress.
FY ¼ LπR

E
pY
 2 ð5Þ
pY ¼ 1:67σY ð6Þ
where pY, FY, L, R∗ and E∗ are the limit contact pressure, limit load, line
contact length, equivalent radius, and equivalent Young's Modulus, re-
spectively. σY is material's yield stress. The equivalent Young's Modulus
and the equivalent radius are calculated as:
E ¼ 2 1−ν
2
 
E
ð7Þ
R ¼ 1
R1
þ 1
R2
ð8Þ
To assess the effects of plastic overload on the life of the selected
bearing, its life in normal conditions is to be calculated and compared
with the overloaded reduced lifemeasured experimentally. As the bear-
ing life expectancy is largely statistical, it is standard practice to use the
basic rating life, L10, deﬁned as the length of time in which 10% of bear-
ings fail, stated in millions of cycles [41]. Basic rating life is calculated
using the following equation [42]:
L10 ¼ C
P
 p
where C is the bearingdynamic load rating, P is the applied pressure and
p is the load-life exponent (10/3 for roller bearings [42]). Adjustment
factors may be used to predict life times with varying probabilities of
failure [43], for example to calculate the expected time for 50% (L50)
or 90% (L90) of bearings to fail.
Fig. 2. Finite element model boundary conditions.
Table 1
AISI 52100 properties [38].
Property Symbol Value
Density [kg/m3] ρ 7827
Young's Modulus [GPa] E 201.33
Poisson's ratio ν 0.3
Yield stress [MPa] σY 1410.17
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2.3. Finite element analysis
It was critical to have an estimation of the bearing sub-surface plastic
zone size as a function of applied load before the experiment. This is to
determine an appropriate load, whereby the plastic zone can be identi-
ﬁed using a neutron Bragg edge imaging detectorwith certain pixel size.
A three dimensionalﬁnite elementmodelwas developed usingABAQUS
version 6.14-2 [44] to estimate subsurface plastic zone evolution in the
outer raceway. Schematic of the model can be seen in Fig. 2. The race-
way and the rolling elements were modelled using quadratic elements
(C3D20R). Deformation on the rest of the component, i.e. the case of
the shaft and the rig's cage, was ignored by modelling it as a rigid
body; bilinear rigid quadrilateral elements (R3D4)were used. As the re-
gion of interest (i.e. the outer raceway area close to the raceway-roller
contact site) has high stress gradient proﬁles, a mesh reﬁnement was
performed in that zone. The contact area at the outer raceway was
modelled using amesh size of 0.02 × 0.02mm, the elements in the con-
tact area (indicated in Fig. 2) on the roller bearing were doubled in size,
where its corresponding contact surfacewas deﬁned as amaster surface
to prevent penetrations on the roller contact surface. This assumption
was made as the roller surfaces are normally harder than the surface
on outer raceway. The contact interaction was assumed to be friction-
less for all the contact interactions in the model, also the contact be-
tween the roller and the outer raceway was modelled as a line
contact, no effects on logarithmic proﬁle were included. Assuming sym-
metry in the z-axis and θ-axis, a quarter of the bearing was modelled.
The model simulates the elastic-plastic behaviour of overloading,
where initial yielding is governed by the distortion energy hypothesis
(i.e. von-Mises stress). An isotropic hardening rule was used in the FE
model derived from the stress-strain curve for AISI 52100 [45]. The
model was solved in quasi-static conditions. Density values should be
included in the analysis even though the inertial effects are going to
be neglected, solving convergence issues during contact initiation be-
tween bodies in load-controlled problems. The active yielding zone, de-
ﬁned as the region where the material von Mises stress reached the
materials yield stress, was of most importance for this analysis. The ele-
ments in the model where this condition is reached are ﬂagged and
their volume was added together by an in-house MATLAB code. Fig. 3
demonstrates the evolution of the expected plastic area from initiation
at 10.3 kN to 34 kN,where plasticity has propagated to the raceway sur-
face. For validation, the limit load of contact pressure of elastic limit load
calculated from Hertzian contact stress theory was compared with that
estimated by the ﬁnite element model. The results, reported in Table 3
shows excellent agreement validating the model.
3. Experiments and results
3.1. Bearing fatigue
To study the inﬂuence of overload events on the bearing life, a ﬁxed
raceway loading frame (FRLF) was designed to recreate an overload
event within an isolated outer raceway, using a single rolling element.
Fatigue tests were completed ofﬂine at University of Shefﬁeld, UK, as
neutrons were only required for the static overload experiment. The
FRLFwasmounted in an ESH servo hydraulic dynamic testmachine (ca-
pacity 150 kN) with a Moog closed loop controller. Fig. 4 shows the
setup of the overload experiment and details of the designed
overloading frame. The test frame allowed static overloads to be applied
on the bearing in displacement control at a rate of 0.2 mm/min and fa-
tigue loads to be applied at 15 Hz.
The most extreme loading condition where yielding reaches the
raceway surface, as shown by FE simulation (see Section 2.3), was
overloading at poverload=34kN. A static overload at 34 kNwas followed
by a fatigue load of pmax = 10kN (maximum load below initiation of
subsurface yielding, according to FE) and pmin=100N. Sinusoidal load-
ingwas applied on the sample. The R ratio (pmin/pmax) of 0.001 intended
to recreate the effect of roller passage, imitating pressure being re-
moved from the raceway without repeated impact. After
5 million cycles (equivalent of approximately 2.78 × 105 revolutions),
a well-deﬁned crack was observed propagating axially along the line
contact position. This signiﬁes an approximated 64% reduction in the
dynamic load rating, as a result of damage induced by the overload.
Fig. 5 shows the fracture surface of the bearing midway through its
width (xz-plane) taken by an optical microscope with 20× magniﬁca-
tion. The theoretical variation of the shear stress radially through the
thickness of the bearing is included in this image with the point of max-
imum shear stress also being indicated. It can be seen that a white etch-
ing area (WEA) is present at depths between roughly 300 μm and 450
μm.A SEM image of this area is shown in Fig. 6, which shows a transition
between the regions of highest shear stress caused by overload and the
fatigue cracking region. The smoother surface, in the overload effected
zone, is characteristic of ductile fatigue, whilst the region closest to the
surface is rougher with spherical voids visible, indicative of ductile frac-
ture. This suggests that subsurface fatigue crack growth became sufﬁ-
ciently high enough that the bearing lost its load-bearing capacity. It
has been documented that higher than average carbon content in roller
bearings, may give rise to WEA, increasing material hardness and pro-
viding initiation sites for fatigue cracking [12, 46]. This experiment con-
ﬁrmed the signiﬁcant effect that an overload of 34 kN has on the
reduction in life of the selected bearing. The shape and magnitude of
the plastic zonewas then investigated in depth using neutron transmis-
sion Bragg edge imaging.
3.2. Bragg edge imaging
This experiment was conducted on the ENGIN-X instrument at the
ISIS pulsed neutron spallation source, located at the Rutherford Apple-
ton Laboratory, UK. The FLRFwasmounted on a 50 kN hydraulic Instron
load frame, to overload an outer raceway using a single rolling element
in situ (as in Section 3.1).
Table 2
AISI 52100 chemical composition [39].
C Mn Si Cr Cu S
0.95–1.10 0.20–0.50 ≤0.35 1.30–1.60 ≤0.025 ≤0.025
Fig. 3. Subsurface plastic zone as predicted FEA, from initiation (10.3 kN) to the load at
which yielding reaches the raceway surface (34 kN).
Table 3
Contact pressure and load yield limits.
FE model Theoretical prediction Absolute error (%)
pY [MPa] 2894.92 2805.6 3.18
FY [N] 9894.92 9285 3.90
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Bragg edge neutron transmission imaging was undertaken using a
TOF neutron camera, based on a microchannel plate (MCP) detector, de-
signed by Nova Scientiﬁc and University of California at Berkley, for the
IMAT imaging beamline at ISIS neutron source [32] [47]. TheMCP consists
of a 2 × 2 array of Timepix readout application speciﬁc integrated circuits
(ASICS), with a total ﬁeld of view of 28 × 28mm2 (512 × 512 pixels with
individual pixel sizes of 55 × 55 μm2) [48].Within a pixel, a detected neu-
tron generates an electron avalanche which is registered by the ASIC
(CMOS) readout chip, whilst the neutron arrival time is also registered.
For this experiment, a time resolution of 4.48 μs was set. The MCP has a
detection efﬁciency of approximately 50% for neutron energy ranges rel-
evant for to this study [49]. Details of the detector and its speciﬁcations
can be found elsewhere [48, 50].
The MCP was positioned using a specially designed mounting ar-
rangement, unique for this experiment (see Fig. 4c). Due to the non-
uniform divergent nature of the neutron beam, it is preferable to mini-
mise the distance between the sample and the detector in an imaging
experiment. The camera was positioned at 48 mm from the furthest
edge of the bearing raceway, as the FRLF geometry restricted the mini-
mum distance. The scans were taken whilst the sample was held at
any speciﬁed load, with the Instron in displacement control. The mea-
sured range of neutron time of ﬂights for each scan was 18 ms to
55.7 ms.
ENGIN-X beamline is a strain diffractometer, and therefore not
optimised for imaging experiments. Although ﬂux on ENGIN-X is signif-
icantly lower than a dedicated imaging beamline, such as IMAT, ENGIN-
Fig. 4. (a) Roller bearing and FLRF assembly. (b) CAD cross-section of the assembled FRLF visualising contact site (red line). (c) Experimental setup on ENGIN-X instrument, with MCP
detector. (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this article.)
Fig. 5. Optical microscope image of the fracture surface under 20× magniﬁcation, with graphical representation of the subsurface shear stress shear stress at 34 kN, calculated using
Hertzian contact mechanics.
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X has the 2nd best resolution of any neutron beamline at ISIS. ENGIN-X
was chosen for this experiment as it does provide the opportunity to
carry out in situ testing using a 50 kN hydraulic loading frame. Material
thicknesswill also inﬂuence the necessary scan times, with an optimum
being found where the thickness allows for averaging over signiﬁcant
grain numbers without being overly attenuating. After trial experi-
ments, it was concluded that the sample of 16 mm thickness required
scan times of 2 h. This provides sufﬁcient statistics for Bragg edge anal-
ysis, and completion of scans at several different loads within the allo-
cated timeframe.
As each individual pixel records a separate transmission spectrum,
any non-uniformity in the beam or variations in pixel response need
to be accounted for. A ﬂat ﬁeld scan, where no sample is mounted, is
used to normalise these neutron beam and detector effects. Flat ﬁeld
scans were taken prior to mounting and after removing the sample to
improve statistics. Bragg edge transmission images were then taken at
0.4 (reference), 10 (elastic limit), 15, 25, and 34 (plasticity reaching sur-
face) kN.
Bragg Edge Analysis for Transmission and Imaging Experiment (BE-
ATRIX) software, was used to analyse the data recorded in this experi-
ment, through the ﬁtting procedure described by Santisteban et al.
[36] to extract the individual ﬁtting parameters for a speciﬁed edge
[51]. A pixel situated in a region away from the contact site at an applied
load of 400 N was chosen to measure the position of the stress-free
Bragg edge associated with {110} plane and A Bragg edge position of
4.06510 Å, corresponding to dhkl
0 = 2.03255Å was measured. This
method for acquiring a stress-free measurement was chosen because
the focus of this study is on Bragg edge broadening and elastic residual
strain measurement was not a priority. Residual stress experiments re-
quire a highly accurate stress-free, or d0, value [52] which requires non-
negligible acquisition time. Itwas decided to spendmore time acquiring
data related to material yielding and use a far-ﬁeld stress-free area of
the sample whilst unloaded as a representative of a stress-free lattice
spacing. BEATRIX software accounts for variation of Bragg edge position
in calculating broadening, therefore, the lack of an exact stress-free
Bragg edge position does not reduce the accuracy of broadening mea-
surement. An example of the transmission spectra at 400 N load is
given in Fig. 7, alongwith a BEATRIX ﬁtted {110} Bragg edgewith statis-
tics corresponding to 31 × 31 pixel spatial binning.
The software uses the ﬂat-ﬁeld scan for normalisation and accounts
for detector deadtime bymeans of an event overlap correction algorithm
[53], outputting two-dimensional mapswith pixel size spatial resolution
for each individual ﬁtting parameter, along with a map of strain. Param-
eters extracted using this technique are averaged through the thickness
of the sample, giving the averaged axial (εxx) strain (see Fig. 8 for coordi-
nate system). Low signal-to-noise ratio's (SNR) within each individual
pixel required spatial binning to gather sufﬁcient data statistics for ﬁtting
edgeswith the required precision, visualised as a smoothing effect in the
two-dimensional maps. Spatial binning of 31 × 31 pixels was used in the
analysis for this experiment to improve counting statistics. The analysis
is completed pixel by pixel, whilst recursively running an average mask
of 31 × 31 neighbouring pixels, centred to that speciﬁc pixel under anal-
ysis, to ensure the statistics are sufﬁcient to ﬁt the Bragg edges [54].
The bcc (110) lattice plane was used to calculate strain as it has sig-
niﬁcantly greater intensity than the other available edges. The aim of
this research was to evaluate Bragg edge broadening effects, which
can be observed with greater conﬁdence in edges of largest intensity.
For bcc crystal structures the (211) lattice planes exhibit the most
Fig. 6. SEM image (300×magniﬁcation) of the transition between the region of highest shear during fatigue loading, thewhite etching layer produce in the region ofmaximumshear from
overloading, and the coarse pearlitic microstructure present in the unaffected zone.
Fig. 7. Top: Neutron transmission spectrum through a bainitic SKF NU1010 ECP bearing
outer raceway indicating Bragg edges associated with {110}, {200}, and {211}. Bottom:
BEATRIX ﬁt for a {110} edge using 31 × 31 pixel spatial binning statistics.
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favourable relationship with the macroscopic strain, yet the 110 Bragg
edge suitably demonstrates the bulk elastic response [55]. In this
study, elastic strain was not a primary focus, as the aimwas to generate
the shape of the plastic area. Material yielding generates substantial in-
tergranular residual stress, therefore reducing the accuracy in elastic
strainmeasurementswhen compared to themacroscopic applied stress
ﬁeld [56, 57].
Two-dimensionalmaps of Bragg edge broadening, quantiﬁed byσ in
BEATRIX, were generated for two loads prior to yielding and three loads
post plastic initiation, according to FEA. Fig. 8 displays themaps of the σ
parameter, showing clear increases in the contact region as a function of
increased load, indicative of subsurface yielding. Once 10 kNelastic limit
is exceeded, the contact region demonstrates greater broadening, with
this evolving until 34 kN load is reached. Due to the complexity of the
mechanisms involved with plastic deformation, quantitative analysis
of plastic strains is not yet possible using this technique. However,
when comparing the increase of σ radially from the contact site, the
greatest ﬂuctuations post-yielding occur in the subsurface. Fig. 9
displays increases in the subsurface line proﬁle extracted by the σ pa-
rameter maps, relative to the 400 N load, with values averaged across
the Hertzian half contact width, 400 μm, corresponding to 7 pixels
(385 μm). The cause of unexpected subsurface ﬂuctuations in σ can
only be speculated at this current time. For instance, bearing
manufacturing and post-manufacturing treatment, such as shot
peeningmaywell cause variations inmicrostructure, resulting in differ-
ing response to load at different subsurface depths.
4. Discussion
4.1. Bragg edge imaging
Onset of yielding above 10 kN inherently makes measured elastic
strain difﬁcult to compare with FEA accurately, as plastic deformation
generates substantial intergranular residual stress. Averaging through
16 mm of steel with such signiﬁcant presence of plastic deformation
would not allow for accurate elastic strain comparisons. Nevertheless,
Fig. 8. 2D maps of the Bragg edge broadening parameter, σ, at various loads: (a) 0.4 kN (b) 10 kN (c) 15 kN (d) 25 kN (e) 34 kN.
Fig. 9. Increase in sigma value from the contact site into the subsurface for several each loads, relative to the reference 400 N load.
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this studydemonstrates reasonable correlation betweenmeasured elas-
tic strain and those predicted by the model at 10 kN, averaged through
thickness the same way that the measurement in the εxx was carried
out. Fig. 10 shows the variation of elastic εxx strain measured by
BEATRIX through the width of the bearing compared with that pre-
dicted by ﬁnite element simulation. As the distance from the contact
site, and highest strain gradients, increases the agreement between
the FEA and experiential measurement of elastic strain increases.
Mapping of the Bragg edge broadening parameter, σ, gives an indi-
cation of subsurface yielding in bulk engineering components, with a
wide range of applications. Itmay be noted that a detail of thematerial's
manufacturing and post-manufacturing treatment history, if available,
could be used to determinemicrostructural variations, whichmay inﬂu-
ence result accuracy. The active yield area that was generated from FEA
corresponds well with the σmaps of the contact area generated by the
experiment (see Fig. 11). It was observed that using a threshold σ value
of 0.3175 μs, calibrated at 34 kN and then applied to the remaining
loads, allowed for reasonable comparisons with predicted plasticity.
However, the spatial resolution was not adequate for distinguishing
the small elastic region at the contact for 15 kN and 25 kN. There are
some discrepancies between experimental data and FEA, notably at
34 kN, where spots above the threshold appear. Without access to re-
peatable data it is difﬁcult to give an exact explanation, yet it could be
speculated that either experimental error or signiﬁcant microstructural
changes at greater loads cause this effect. Whilst an encouraging result,
this suggests that future studies will need to be completed in order to
quantify plastic strainswith Bragg edge imaging, although theσ thresh-
old will vary depending on the sample geometry andmaterial used. For
quantitative plastic analysis using energy-dispersive transmission im-
aging, simpler and well understood sample geometries would be
required.
4.2. Future work
Whilst energy-dispersive imaging is a unique method for studying
the evolution of subsurface yielding, and Bragg edge broadening is in-
dicative of plasticity, it has yet to be demonstrated as a technique capa-
ble of measuring plastic strains quantitatively. Due to the complexity of
plastic deformation, and its inﬂuence on neutron scattering, the ability
to quantitatively study subsurface yielding using such TOF techniques
remains a problematic task. Future development of this technique
may not only allow for quantitative plastic strain analysis, but also for
a more automated approach to FEA and experimental analysis. For in-
stance, it may be possible to develop software capable of cross-
correlating experimental data with FEA results to extract the most suit-
able σ threshold.
Time restrictions for completing this experiment resulted in scan
times limited to 2 h per load. Increasing exposure time improves
counting statistics, which reduces the size of spatial binning areas, reﬁn-
ing the effective spatial resolution. Carrying out the experiment at an
Fig. 10. Subsurface axial (εxx) strain averaged through the sample, as a function of distance
from the contact site, compared to the same component of average FEA strain.
Fig. 11. (Top) Radiograph indicating the region of interest, beneath the contact. (Bottom)
Comparison ofσ broadening parameter and the active yield region at the contact site,with
applied loads of 15 kN, 25 kN and 34 kN load.
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imaging beamline, such as IMAT, designed for such high ﬂux experi-
ments ensures that counting statistics are improved. IMATalso uses pin-
hole collimator capabilities, allowing for greater control over beam
divergence, which is responsible for geometrical blurring effects that
can negatively impact spatial resolution. Whilst ENGIN-X has better
pulse width (τ parameter), due to using a methane moderator, com-
pared to a hydrogen moderator used at IMAT, this parameter has been
ﬁxed for the analysis of results in this. Future studies will use multi-
Bragg edge approaches, requiring well-characterised TOF dependencies
and correlations between τ and σ parameters, which will lead to gains
in spatial accuracy and spatial resolution of mapped parameters.
Fractography results suggest that subsurface yielding may seed de-
fects, impairing bearing performance, yet the tests completed using
the FRLFwere not fully representative of operational bearing conditions.
This experiment will need to be complemented in future work with
time-resolved strain measurement in the overloaded region of an in
situ dynamic bearing (i.e. a rotary test rig) to give greater conﬁdence
that bearing overload events are detrimental to predicted life.
5. Conclusion
• Neutron Bragg edge transmission imaging can be used to visualise the
evolution of material yielding non-destructively in bulk engineering
components. Quantitative analysis of plastic strains is yet to be dem-
onstrated. Itmay be possible to determine a σ threshold capable of in-
dicating the presence of plastic deformation in materials of certain
sample geometries.
• To gain sufﬁcient counting statistics, long exposure times are required
for each scan. Spatial binning techniques may be used to overcome
this at the expense of spatial resolution. Alternatively, the use of a ded-
icated imaging beamline equipped with in situ loading rig, can im-
prove counting statistics.
• Overload events reduce the fatigue life of bearings, with high subsur-
face shear stresses and the presence of yielding is likely to induce de-
fects that act as a site for crack initiation. Future work on the time-
resolved strain in dynamic overloaded bearings, may potentially
give greater conﬁdence of the extent of damage caused.
Data availability
All data is available with the corresponding author and provided
upon request.
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